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1.0 WARNINGS AND PRECAUTIONS 
Please read this manual and follow its instructions carefully. 

 
a) Do not exceed the load capacity detailed in the TECHNICAL SPECIFICATIONS section; 

exceeding the load capacity may compromise the Endoscopy Cart stability. 

b) The Endoscopy Cart shall never be used or transported in an inclined position, nor should it be 
subjected to impact. 

 
 



4 EU ENDOSCOPY CART INSTRUCTIONS FOR USE  

1.1 Symbols Used 
 

SYMBOL DESCRIPTION 
 

Authorized Representative in the European Community 
 

The product meets EU legislation  
 

Manufacturer’s catalogue number  
 

Graphical representation of the UDI 
 

 
Manufacturer 

 

 
Date of manufacture 

 Serial Number 

 Maximum load capacity 

 
Consult Instructions for Use, symbols are meant to support, not replace, operating 
instructions 

 

Medical Device 

 

 
2.0  INTENDED USE 

The Endoscopy Cart is intended for use in medical facilities, under the direction of trained medical 
personnel and has been designed to be used with the Pure-Vu® EVS System to help facilitate GI 
endoscopic procedures. Do not use the equipment for any purpose other than its intended application. 

General Notes: 
a) The Endoscopy Cart shall only be used according to the instruction and operating conditions described 

in this manual. Failure to do so could result in compromised safety, equipment malfunction or damage. 

b) Do not lean or stand on any part of the Endoscopy Cart or accessory. 

c) Ensure that the irrigation bag/bottle and waste containers/bags are removed before moving the 
Endoscopy Cart from the procedure room. 

Use the accessories recommended in  the Accessories Section for Use with the Endoscopy Cart. 
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3.0 PRODUCT DESCRIPTION 
The Endoscopy Cart is reusable and enables easy use, storage and transport of the Pure-Vu® System. 

 

3.1. Endoscopy Cart Components 

 
Four (4) twin wheels, braked, swivel rolling casters 

 
One (1) 165mm ID (6.5in) fixed waste container bracket 

5 

One (1) 108mm ID (4.25in) bracket insert 
7 

One (1) 125mm ID (4.92in) bracket insert 
10 

One (1) endoscopic holder 
6 

One (1) utility basket 4 
8
 

One (1) transport handle 
3
 

One (1) waste bag bracket 
2 9 

One (1) foot pedal bracket 

One (1) bottle holder 
1 

 
 
 
 
 
 
 
 

3.2. Accessories for Use with the Endoscopy Cart 
The following accessories are recommended for use with the Endoscopy Cart: 

 

MANUFACTURER REFERENCE CODE DESCRIPTION 

Motus GI PV-WST-03-1E Pure Vu EU Waste Bag 

Cardinal Health 65651-530 CRD disposable liner 3000cc 

1 

2 

3 

4 

5 

6 

7 

8 

9 

10 
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4.0 USING THE CART 
4.1. Twin Wheel Swivel Casters 

The Endoscopy Cart has four (4) swivel, twin wheels, braked casters. Ensure all brakes are applied when 
the Endoscopy Cart is stationary. Ensure all brakes are released prior to moving the Endoscopy Cart. To 
release and apply the brakes complete the following steps: 

 

FIGURE 1: Release the brake (1) by advancing the brake into the up, free position. Lock the brake (1) 
by placing the brake in the down, lock position. 

1 
1 
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4.2. Waste Container Bracket and Inserts 
The Endoscopy Cart contains one (1) fixed waste container bracket and two (2) inserts to accommodate 
various container configurations and volumes. Match the compatible bracket or insert to the selected 
container prior to procedure. To attach the waste container and insert complete the following steps: 

 

FIGURE 2: Slide the waste container (1) into the bracket (2) until the container rests securely within the 
bracket. If an insert (3) is required, attach by aligning the insert in the bracket until an audible click is heard 
(corresponds with the bracket opening) and indicates a secure fit. Slide the container into the insert until 
the container rests securely within the insert frame. Ensure the waste container and insert seat securely 
prior to procedure. 

 
4.3. Endoscopic holder 

The Endoscopic holder contains a hook for suspension of an irrigation bag and incorporates a base 
rod and an internal rod that allows for height adjustment. To adjust the height, complete the 
following steps: 

FIGURE 3: Slide the adjustment ring (1) up and raise or lower the pole to the desired height. Release the adjustment ring 
(1) to lock and secure the pole to the selected height. 

 

 
1 

 
3 

2 
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4.4. Utility Basket 
The utility basket is designed to house ancillary accessories and supplies. Ensure all supplies or accessories are 
fully contained within the basket prior to transport. 

 

FIGURE 4: Endoscopy Cart Utility Bask 

 
4.5. Transport Handle 

The Endoscopy Cart contains one (1) ergonomic handle with power cord plug housing for easy 
storage and access. To transport the Endoscopy Cart complete the following step: 

 

FIGURE 5: Place your hands on the transport handle (1) to move and maneuver the cart. 

 
 
 

1 
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4.6. Foot Pedal Bracket 
The foot pedal bracket houses the foot pedal while the system is not in use. To utilize the foot pedal bracket, 
place the foot pedal face down with the center divider securely seated in the center of the bracket arms. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
FIGURE 6: Endoscopy Cart foot pedal bracket 

4.7. Waste Bag Bracket 
The Endoscopy cart includes a waste bag bracket for utilizing a waste bag instead of a waste canister. The 
bracket should be used only with a Pure-Vu compatible waste bag. To use the waste bag bracket, secure the 
Pure-Vu waste bag to the bracket by carefully threading the two bracket arms through the supplied holes at 
the top of the bag. Once secure, position the top nozzle so that it is seated in the bracket’s middle nozzle 
housing.  

 
FIGURE 7: Endoscopy Cart waste bag bracket 

 
 
 
 

 
H 
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4.8. Bottle Holder 
The Endoscopy cart includes a bottle holder for utilizing a water bottle instead of an irrigation bag. 
Ensure water bottles are securely seated in the holder prior to use or transportation. The water bottle 
holder is designed to fit the bottles and brands found on the table below. 

 

MANUFACTURER REFERENCE CODE DESCRIPTION 

Braun R5000-01 Sterile water for irrigation 1000mL bottle 

Baxter 2F7114 Sterile water for irrigation 1000mL bottle 

 

FIGURE 8: Endoscopy Cart bottle holder 



11 EU ENDOSCOPY CART INSTRUCTIONS FOR USE  

5.0 CLEANING THE ENDOSCOPY CART 
The Endoscopy Cart should be cleaned prior to and after each procedure. Thoroughly wipe down the 
Endoscopy Cart with a viricidal cloth (Opti-cide, Cavicide or similar surface disinfectant of choice) that has 
an active ingredient of isopropyl alcohol (17% - 21%). The Endoscopy Cart should be wiped down prior to 
removal from the procedure room or per facility protocol. 

 

 

6.0 STORAGE 
For storage, position the Endoscopy Cart on a flat surface and apply caster brakes. The Endoscopy Cart 
should never be stored in areas where the unit could be exposed to moisture, temperature extremes, 
humidity, direct sunlight, dust or salt, which could adversely affect the equipment. 

 

 

7.0 TECHNICAL SPECIFICATIONS 
 

PRODUCT NAME EN-CRT-03-0E ENDOSCOPY CART 

Dimensions Height: 1506mm (Floor to Endoscopic holder in the lowest position) 
1756mm (Floor to Endoscopic holder in the highest position) 
806mm (Floor to support deck) 
973mm (Floor to handle) 

Max depth (open casters to basket): 587mm  
Max width (open casters): 646mm  

Weight Cart: 15 kg  

Cart Max Load Capacity 40 kg  

Material Chassis: Aluminum  
Canister Rings: Plastic  
Endoscopic holder: Chrome Steel 

Casters Diameter= 100mm; four (4) swivel casters with brakes 

Endoscopic holder Max load: irrigation bag 5kg  
Pole with locking adjustment ring 

Utility Basket Max load: 3 kg  

Bottle Holder Max load: One (1) irrigation bottle of 1L 
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